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Lithium Battery Speedlite
X900

X900 Speedlite is the newest one developed by Pixel which has multifunction and fast recycle time. Featured with
fastrecycle time, it can use lithium battery and can be used with Pixel power bank TD-386 which has high power capacity.
When use lithium battery or power bank TD-386, the recycle time is less than 1.5 sec, full power output is up to 700
times that makes you cannot miss the amazing moment; It has the configurations of HSS, high GN, wireless control,
stroboscopic and so on. The frequency of stroboscopic is up to 500 times, the performance is stronger and more stable; In
the area of controlling Speedlite, beside the optical control, it imports wireless control system FSK2.4GHz and supports
the direct wireless control between King PRO, Speedlite and Speedlite making the match between speedlites more free.
X900 Speedlite ingeniously adopts 4 watt full white light LED creative set light, LCD lattice screen with high definition,
multi-matrix overheat warning system and other thoughtful equipment. It is a Speedlite with high performance,
multifunction and multipurpose. Beside that, users can upgrade firmware through Mini port to enjoy official and thoughtful

services from Pixel.

Fastrecycle time

High capacity
lithium battery

Dual power supply

2.4G wireless

Equipped with LED light

For Canon/Nikon
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Lithium battery with
high storage power

X900 speedlite uses the imported removable lithium battery,
high capacity up to 3200mA, the full power output up to 700
times, the recycle time is 1.5 seconds, and with a long working
life. It has a strong adaptability at the high and low temperature

conditions.

4W full white LED creative set light

X900 Speedlite is equipped with LED light. Single switch to
control single circuit design,which has no effect on speedlite.

A speedlite can be used in many ways.

Support Pixel King PRO wireless trigger
Without attaching the receiver, it can control firing by
King PRO transmitter directly.

Master/Slave

Not only support FSK2.4GHz wireless control, X900 but also
support optical wireless master, slave control and S1/S2

control.
King PRO
wireless trigger . .
2.4G wireless Optical wireless = LED light switch button

Slave control S1/S2 control ﬂ

Specification

» GN : 60 (1ISO100 200mm) » Internal Power Source: Multi power source design( Pixel lithium

» Flash Coverage Range: 20-200mm battery, Pixel power bank)

» Auto Zoom: According to shooting angle and image » External Interface: Hot shoe, PC port, USB port, external
to auto adjust the coverage range power source port

» Manual Zoom: According to camera or flash setting to » EV: In 1/3rd increments (+3 stops)
adjust the zoom range » FEB: In 1/3rd increments (3 stops)

» Flash Mode: ETTL. iTTL/M/MULT. RPT » Flash Times: About 700 times(1/1 flash output,

» Stroboscopic Flash: 1-500Hz full-charged lithium battery)

» Wireless flash: Wireless transmission / Optical » Fluorescent tube: Ultra long battery life design
transmission support Master/Slave, S 1/S2 » Overheat warning: Multi dot matrix temperature control, battery

» Sync Mode: HSS, 1st Curtain Sync, 2nd Curtain Sync. and fluorescent overheating warning

» Adjustable Angle: Up/Down: -7/90 degree, » AF-Assist Beam: Support
Left/Right: 180 degree/180degree » Firmware Upgrade: Support

» Manual Flash: 1/128-1/1 power (1/3rd increments) » Dimension: 73.50mmx61.00mmx=192.00mm

» Recycle Time: Less than 1.5 sec (1/1 full power output) » Weight: 420.00g( excluding batteries)

» LED Display Screen: High definition dot matrix screen




High GN60

The guide number of Pixel X800 PRO Speedlite
is up to GN60 (ISO100 200mm). The GN is the
key to all. The higher GN has a higher demand
to the product material, technical level that the
main reason why other manufacturer cannot
make the high GN. A Speedlite with high GN
can make your shooting more easily no matter
use as master or slave.

Accurate and stable fire

Pixel X800 PRO has an accurate exposure and fire.
It can continuously fire with high speed, the output
brightness, color temperature is even that make
sure output flash accurately. It is a Speedlite with
stable and high performance.

For new Sony specific version
with Mi interface.

Pixel X800 PRO for Sony specific version, with the
standard Mi interface, meticulous workmanship,
high-quality raw material and the more sensitive
and more stable contact. Good quality must
withstand the test of time.

Speedlite
X800 PRO

Support Pixel King PRO wireless trigger.

Without receiver, it can be directly controlled by King PRO transmitter.

G

Master/Slave

X800 not only supports FSK2.4GHz
wireless control, it also supports optical
wireless master, slave and S1/S2 control.

2.4G || Optical|| Slave || S1/S2
wireless||\wireless|| control || control

For Canon/Nikon/Sony

PIXEL X800 PRO is a high-performance speedlite featuring powerful flash GN60, small and exquisite, and

accurate firing; it has a built-in FSK2.4GHz wireless flash control system. It's compatible with PIXEL King PRO by

direct control; the recycle time is less than 2.5sec in full power output. It's compatible with all of Canon/Nikon DSLR s flcati
ecification
cameras; due to the energy-saving design, it can fire 180 times in full power output; X800 PRO has invented multi- P

>

dox matrix temperature control design which can ensure no overheating or malfunction; it enjoys exquisite external » GN: 60 (1ISO100 200mm) Recycle Time: Less than 2.5sec (1/1 full power output)

v

appearance, high definition dox matrix screen, concise function interface design, and easy and simple to handle; » Flash Coverage Range: 20 -200mm LCD Display Screen:  High definition dot matrix screen

According to shooting angle and image 4xAAsize alkaline batteries or rechargeable

Internal Power Source:
to auto adjust the coverage range batteries (4x1.5V)

. According to camera or flash setting to External Interface: Hot shoe, PC port, USB port, external power port

» Manual Zoom:

adjustthe zoom range EV: in 1/3rd increments (+3 stops)
» Flash Mode: ETTL. iTTL/M/MULT, RPT > FEB: in 1/3rd increments (+3 stops)

- » Stroboscopic Flash: ~ 1-500Hz Battery Life: 180 times (1/1 flash output, with Sanyo Eneloop batteries)

> Wireless Flash: Radio transmission/ Optical transmission > Flash Tube: Ultra-long flash tube lifetime design

supports optical control Master /Slave, S1/S2 . Overheating Warning: Multi dot matrix temperature control, battery
> SYNC Mode: High Speed Sync, 1st Curtain Sync, 2nd overheating warning

Curtain Sync > AF-Assist Beam: 29 point dot matrix assist focus point

Up/down: -7/90 degree Firmware Upgrade:  Support

v

user can also upgrade firmware via USB port. » Auto Zoom:

v V. V V V

v

v Vv

» Adjustable Angle:

PR S Left/ Right: 180 degree/180 degree » Dimension: 78.04mmx60.50mmx193.00mm
’l EA-TTL M#P'-TT’ m m @ D L) @ B » Manual Flash: 1/128-1/1 output control (1/3rd increments) > Weight: 408.7g (excluding batteries)
1/8000s Jll 2.4GHz [ ) [V | Look | L\ ey B Q" e




High GN60

The guide number of Pixel X800 STANDARD Speedlite is up to GN60 (ISO100 200mm).

Speedlite
X800 Standard

Dim and dark with low GN Lack of details with general GN Fantastic with high GN

» Wireless flash control

It supports wireless flash control and
can be grouped. It also supports S1, S2
control function, so that makes your
lighting is more simple and practical.

» Faster recycle time

The recycle time is less than 3 seconds
in 1/1 full power output, which let you
stay more exciting moments and shoot
more easily.

» Stable and exquisite

With the excellent flash exposure and
the accurate flashing output, Pixel
X800 Standard version is a truly high
stability, high performance speedlite.

Specification

» GN: 60 (1ISO100 200mm) » LCD Display Screen:  High definition dot matrix screen
. » Flash Coverage Range: 20 -200mm » Internal Power Source: 4xAA size alkaline batteries or rechargeable batteries
FO r Ca n On/N | ko n » Auto Zoom: According to shooting angle and image to » External Interface: Hot shoe, PC port, USB port, external power port
auto adjust the coverage range » EV: In 1/3rd increments (3 stops)
PIXEL X800 standard is a high-performance speedlite featuring powerful flash GN60, small and exquisite and > Manual Zoom: According to camera or flash setting to » FEB: In 1/3rd increments (+3 stops)
accurate firing; the recycle time is less than 3sec in full power output. It’'s compatible with all Canon/Nikon DSLR adjust the zoom range > Battery Life: 180 times (1/1 flash output, with Sanyo Eneloop
- due to th ing desi it fire 180 ti in full tout: it has i ted lti-d » Flash Mode: ETTL. iTTL/M/MULT. RPT batteries)
cameras; due to the energy-saving design, it can fire imes in full power output; it has invented multi-dox > Stroboscopic Flash:  1-500Hz > Flash Tube: Ultra-long flash tube lifetime design
matrix temperature control design which can ensure no overheating or malfunction; it enjoys exquisite external » Wireless Flash: Optical transmission, Master/ Slave, S1/S2 » Overheating Warning:  Multi dot matrix temperature control, battery
appearance, high definition dox matrix screen, concise function interface design, and easy and simple to handle; » SYNC Mode: High Speed Sync, 1st Curtain Sync, 2nd ‘ _ and flash tube overheating warning
) ) . ) ) Curtain Sync, Red-eye Reduction Sync » AF-Assist Beam: 29 point assist focus point
user can also upgrade firmware via USB port. The X800 standard is a true speedlite that can be on a par with 5 lllumination Mode: Standard, Evenness, Center-weighted » FV Lock: Support
original one. » Adjustable Angle: Up/down: -7/90 degree > Firmware Upgrade: Support
Left / Right: 180 degree/180 degree » Dimension: 78.04mmx»60.50mmx193.00mm
» Weight: 408.79 (excluding batteries)

S\
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. (SSSTR RPT (""" s1s2 M Look | Y e B ad @ « usB » Recycle Time: Less than 3 sec (1/1 full power output)




Flash Quick-charging Power Pack Professional Photography LED Lighting

TD-386 Sonnon DL-914

High quality and large capacity
external power supply for speedlite.

1.5 sec fast recycle time

1000 times full power flashjll USB output

» Battery Type:Lithium Battery » Work Temperature:0-45 Degree
» Capacity:7.4V 5200Ma » Flash Times:About 1000 times
» Input:12V 1500mA » Recycle Time:About 1.5 sec

» Flash Output: A: 330V B:5.5V/0.8A » Weight:310g

» USB Output:5V1A » Dimension:122*78*22mm

» Charge Time: About 5.5 hours

Features

Pioneering wireless group synchronization.

Brightness adjustment design.

Support triggering from King PRO.

We use no heat LED technology and constant current circuit design to ensure consistent output,

stable and accurate light source in all environmental conditions.

» The realization of combination for numerous pieces seamless splicing enables the light much
brighter and farther. And there are 28 levels digital brightness adjustment which can ensure uniform
gradual change without any vibration lights.

» The professional LED bulbs are well-established with high brightness, accurate and stable color

temperature, high color rendering index, environmental protection and energy-saving and long

lifetime. With milky white and tawny filters, it is more suitable for different shooting environments.

Y V V V

Specification
» System Mode: FSK 2.4GHz wireless system » Distance: Over 50M
» Antenna: Internal Antenna » Irradiate Distance: Max. 6M
» Display Screen: Support » Flash GN: 28
) L ) » LED Bulbs: 900 pcs » Trigger: Support triggered by King PRO transceiver and through the PC cable
» Group: Group ABC, support steady mode and trigger sync mode » Power Consumption: Max. 54W under steady mode; Max. 80W under trigger mode
. . . . . . . . . . . L :Max. 4100L Color Temperature: 5500+200K
TD-386 is a quick-charging power pack which is designed for Speedlite. With high capacity power of 5200mA, it can » Lumen: Max. 4100Lux - .

» Irradiate Angle: 60° » Operating Temperature: -20~40°C

meet the need of fast power supply for speedlite with different brands. It largely increases the flash times, lower the » Power Adapter: Input AC 110V-240V, Output 15V or 19V, Max 5AH DC-DC 12-19V>5A » Lifetime: 50,000 hours

recycle time and enhances the lasting time.The full-power output of the speedlite can fire 1000 times, fast recycle time. » External Port: SYNC DC12-19V » Dimensions: 375x340x55mm
» Color Rending Index: > 85 » Weight: 4.05KG

It can be connected to speedlite with different brands by changing different power connecting cables. TD-386 with USB

port can supply power for other devices with USB port. Importing multi power, it is not only supply power for home power ‘ [ GP }
system but also for car power. Itis indispensable for shooting. 2.4GHz 30 S0 50 KH ) \W) 3 c“ 1/10008
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Sonnon DL-913(Simply package)
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Specification

» System Mode: FSK 2.4 GHz Wireless System

» Antenna: Internal Antenna

» LED Bulbs: 308 pcs

» Operating Temperature: -20~ 50°C

» Group: Group A/B/C

» External Power: AC-DC-9V-14V

» Trigger: supporttriggered King Pro transceiverand
throughthe PC cable

» Lumen: 1600Lux

» Distance: Max. 100M

» Power Consumption: Max. 16.8W under steady mode,
Max.25W under flash mode

» Irradiate Angle: 60°

» Color Rendering Index: >85

» Color Temperature: 5500K +200K (pure white)

» Li-ion Battery: 7.2V x2(AAx8)

» Included Items: Lens (milky white, tawny) 2 pcs/

Connecting Rod 2 pcs
» Dimension: 225mmx150mmx48mm

* Simply packed without barn door

Specification

» System Mode: FSK 2.4 GHz Wireless System

» Antenna: Internal Antenna

» LED Bulbs: 308 pcs

» Operating Temperature: -20~ 50°C

» Group: Group A/B/C

» External Power: AC-DC-9V-14V

» Trigger: supporttriggered King Pro transceiver and through
the PCcable

» Lumen: 1600Lux

» Distance: Max. 100M

» Power Consumption: Max. 16.8W under steady mode,
Max.25W under flash mode

» Irradiate Angle: 60°

» Color Rendering Index: >85

» Color Temperature: 5500K £200K (pure white)

> Li-ion Battery: 7.2V x2(AAx8)

» Included Items: Lens (milky white, tawny) 2 pcs/
ConnectingRod 2 pcs

» Dimension: 225mmx150mmx48mm

Sonnon DL-918

The Pixel Sonnon DL-918, a professional photography LED light, is an ideal choice for professional photography and
video fill light. It will provide you with high performance configuration. With selected imported high quality LED bulbs
which features ultra-high brightness, ultra-high color rending index, ultra-long lifetime, accurate color temperature and

etc. Moreover, with advanced drive circuit design,

it guarantees lower loss conversion rate and makes it more

eco-friendly and energy-saving. It's indispensable for professional photographers and videographers, making your

shooting more creative.

>
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Specification

Steady level: 30 levels for digital
brightness adjustment

LED Bulbs: 192 pcs

Power Consumption: Max. 12W
Color Rending Index :> 85

Group: Group A/B/C

Color Temperature: 5600K
Lifetime: 50000 hours

Weight: 348g (excluding batteries
and packing)

v V. VvV VYV YV V

v

Sonnon DL-911/912

Pioneering wireless group synchronization and brightness adjustment design. We use no heat LED technology and constant current
circuit design to ensure consistent output, consistent .and accurate light source in all environmental conditions. The realization of
combination for numerous pieces seamless splicing enables the light much brighter and farther. And there are 28 levels digital
brightness adjustment which can ensure uniform gradual change without any vibration lights. The professional LED bulbs are
well-established with high brightness, accurate and consistent color temperature, high color rendering index, environmental protection
and energy-saving and long lifetime. With milky white and tawny filters, it is more suitable for different shooting environments. The
brightness is higher than similar products with the same pieces bulbs.

Specification (DL-911)

>

YV VV YV VY

v

System Mode: FSK 2.4 GHz Wireless
System >
Antenna: Internal Antenna >
LED Bulbs: 70 pcs >
Operating Temperature: -20~50°C  »

Group: Group A/B/C

Lumen: 380Lux e
Included Items: Lens (milky white, tawny) »
2 pcs/ hot shoe 1 pc

Weight: 131.10g (excluding battery and
packaging)

Specification (DL-912)

»
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System Mode: FSK 2.4 GHz Wireless »
System »
Antenna: Internal Antenna »
LED Bulbs: 108 pcs >
Operating Temperature: -20~50°C >
Group: Group A/B/C

Lumen: 588Lux

Included Items: Lens (milky white, tawny)
2 pcs/ Connecting Rod 2 pcs >
Weight: 216.99g (excluding battery and
packaging)

v

GP
2. 4GHz

Irradiate Distance/Max. 5M

DC Port: DC 7-14V >1.5A

Lumen: 1500Lux

Irradiate Angle: 60°

Operating Temperature: -20~40°C
Material: PC+ABS flame-resistant
material

Dimensions: 170X133X46mm

Bulb Level
192 30 50 Kh ‘
A >

Distance: Max. 100M

Power Consumption: 4.8 W
Irradiate Angle: 60°

Color Rendering Index: >85

Color Temperature: 5500K +200K
(pure white)

External Power: DC 7V-14V AAx4 4.8V
Dimension: 99mmx75mmx»x40mm

Distance: Max. 100M

Power Consumption: 8 W
Irradiate Angle: 60°

Color Rendering Index: >85

Color Temperature: 5500K +200K
(pure white)

External Power: DC 7V-12V Li-ion
7.2V AAT7.2V (AA%B)

Dimension: 128mmx81mmx41mm

evel

L
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Battery Grip For Nikon

Vertax

» Vertax Battery Grip for DSLR Cameras.
» Longer Stand-By Time and Larger Capacity.

Vertax D17

For Nikon D500

Vertax D15

For Nikon D7100/D7200

Vertax D12

For Nikon D800/D800E/D810/D810A

Vertax D16

For Nikon D750

Vertax D14

For Nikon D600/ D610

Vertax D11

For Nikon D7000

Battery Grip ror canon

Vertax E20

For Canon 5D Mark IV

Vertax E16

For Canon 7D Mark Il

Vertax E14

For Canon 70D/80D

Vertax E13

For Canon 6D

Vertax E11

For Canon 5D Mark Il
5DS/5DSR

Vertax E9

For Canon 60D

Vertax E8

For Canon 550D
600D/ 650D/ 700D

Vertax E7

For Canon 7D

Vertax E6

For Canon 5D Mark Il




Wireless TTL Flash Trigger
King PRO

For Canon/Nikon/Sony

King PRO (Canon) King PRO (Nikon)

a=iE

Specification

YV VYV VYV
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Flash Mode:TTL, ETTL/iTTL, M

Sync Mode:1st curtain, 2nd curtain, high speed sync
Group Control:3 groups (7 combinations)

Sync Speed:1/8000s

Compatible Flash: Speedlite, studio flash, outdoor flash
Trigger Mode:

King PRO:Output supports PC

King X:Output supports TTL, cable interface triggered
Interface:

King PRO: USB input

King X:USB, PC cable output socket

Stand-by Time: Transceiver: 200 hours

Receiver: 250 hours

Features:

A\

YV V VYV

LCD display will make you be clear at a glance.

Simple and convenient, smart and powerful.

Farther remote control distance, over 300 meters.

King PRO uses a metal structure design which is more solid and

as firm as rock; External metal mounting bracket nut, with the
same design as that of flash mounting bracket.

King PRO uses 15 fixed channels and 1 automatic channel mode,
allowing thousands of sets of products can be used in the same
area without any interference.

King PRO uses two-color LED back light, more easily to distinguish
Master or Slave working mode.

More humane trial test flash for brightness output.

More energy-saving design and the use of more reliable gold-plated
metal battery tray as well as anti-lost battery

compartment cover design.

More extensibility SYNC output socket enables camera control
camera to shooting. It can also control outdoor flash and studio flash.
Support group control the flash focal distance.

Multi-buttons design, every function has individual button, simple
and easy to use.

More stable and reliable hardware and firmware for new upgrade.
Support more operating systems to upgrade your device online,
such as Windows, Mac OS.

More output mode combination, you can set each group to different
flash output power freely.

King PRO (Transceiver) King X (Receiver)

-
=

Working Hours: Transceiver: 100 hours

Receiver: 120 hours

Power Supply:

Transceiver:AAx 2 (support 1.2V rechargeable battery)

Receiver: AAx2 (support 1.2VCDI rechargeable battery)

Weight:

King PRO (Transceiver/ Receiver): 193.85g (excluding battery and packaging)
King PRO (Transceiver):124.65g (excluding battery and packaging)
King X (Receiver):72.52g (excluding battery and packaging)
Dimension:

King PRO (Transceiver):63.1mmx94.5mmx51.4mm

King X (Receiver):54.6mmx92.8mmx42.9mm
=
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Wireless TTL Transceiver

King S

Specification

System Mode: FSK2.4GHz

Flash Mode: ETTL/iTTL, M

Sync Mode: High Speed Sync, 1st Curtain Sync 2nd Curtain Sync
EV: Support

FEB: Support

Focal length control: 20mm-200mm

YV V VYV VvV

Control Distance: Above 100m

Communication Channel: Four

Flash Group: Three (A/B/C)

Shutter Control: Single Shoot

Output Interface: USB, SYNC Interface

Test Fire: Support

Power Consumption: Standby 50 hours (2000 mA battery)
Power Supply: 2.1-3.3 (AAx2 pcs)

Dimension: 90x46x40mm

vV vV V VYV VvV

v

ForCanon/Nikon
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Transceiver Trigger

Opas

Opasis atransceiver trigger which supports speedlite and studio
flash.lt can control camera to shoot remotely, camera control camera
to shootand group trigger.

Specification

System Mode:FSK 2.4GHz wireless system
Distance Range:400M+

Mode:Remote trigger / Shoot

Sync Speed:1/320S

Communication Channel: 4 channels

v Vv

v v v

Group:3 different groups (7 combinations)

Compatible Flash:Speedlite, studio flash and outdoor flash
Battery Type:AAx2 (or DC 5V)

Shooting Mode: Single shooting

Working Time:400 hours (2x1.2V 2400mAH battery)
Fixation:Tripod nut, hot shoe foot fixed, lanyard loop

v v v

v v v

» Weight:77.65g (excluding battery and packaging)

ForCanon/Nikon/Sony

BEpERCoaa
24GHz JEE400m+ N 1/320s M S 4 3
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Wireless Shutter/ Flash Remote Control

Pawn

Specification

» System Mode: FSK 2.4GHz wireless system

» Distance Range: 80M+

» Sync Speed: 1/250S

» Communication Channel: 16 channels

» Compatible Flash: Speedlite, studio light and outdoor flash
light

» Shooting Mode: Single, Continuous, Bulb and Delay
shooting

» Stand-by Time: Transmitter: 10000 Hours

» Receiver: 300 Hours

» Weight: 72.5g (excluding battery and packaging)

For Canon/Nikon/Sony/Olympus /Panasonic

=) 2 JO) o Joe] o JS e

Wireless Flash Group/Shutter

Remote Control

Soldier

Specification

System Mode: FSK 2.4GHz wireless system
Distance Range: 80M+

Sync Speed: 1/250S

Group: 3 different groups (7 combinations)
Communication Channel: 16 channels

Compatible Flash: Speedlite, studio light and outdoor
flash light

Shooting Mode: Single shoot

Weight: 72.75¢g (excluding battery and packaging)
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For Canon/Nikon/Sony/Olympus /Panasonic
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Professional Flash Trigger

Bishop
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Specification

System Mode: FSK 2.4GHz wireless system
Distance Range: 200 M+
Sync Speed: 1/250S
Group: 3 different groups (7 combinations)
Communication Channel: 4 channels
Stand-by Time
Transmitter: 500 hours
Receiver: 200 hours
» Compatible Battery: AAx2
Weight:
» Transmitter: 48.5g (excluding batteries)
» Receiver: 44.0g (excluding batteries)
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For Canon/Nikon
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Professional Flash Trigger

ROOK

Specification

System Mode: FSK 2.4GHz wireless system
Distance Range: 200M+
Sync Speed: 1/250S
Group: 3 different groups (7 combinations)
Shooting Mode: Single shoot
Compatible Flash: Speedlite, studio light and outdoor
flash light
» Trigger Mode: Transmitter hot shoe supports TTL
function and can trigger off-camera flash
at the same time
» Applicable Battery: AAA%2
> Weight: 93g (excluding battery and packaging)
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For Canon/Nikon
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Wireless Timer Shutter Remote Control

TW-282
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Specification
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v

System Mode: FSK 2.4GHz wireless system

Distance Range: 80M+

Communication Channel: 15 channels

Shooting Mode: Single, Continuous, BULB, Delay shooting
and custom timer plan shooting.

Delay Shooting Setting: Set the delay time and shooting
number, the delay time alters from

1s to 59s, shooting number alters

from 1 to 99.

Timer Planning: You can set the time from 0 sec to
99hrs59mins59sec. Shooting number can

be setfrom 1 to 99 or unlimited.

Weight: 78.4g (excluding battery and packaging)

TYEes

90 uc1 CB1

There are 10 kinds of connecting plug for different brand DSLR camera
models. Connecting plug compatible list as shown on Page 28.

Wired Timer Shutter Remote Control

TC-252

E0S80800

Specification

> Type: Electronic shutter timer remote control
» Cable Length: 1.4M (coiled style)

Shooting Mode: Single, Continuous, BULB, Delay shooting
and custom timer plan shooting.

Delay Shooting Setting: You can set the delay time and
shooting number. The delay time

alters from 1s to 59s the shooting

number alters from 1 to 9999.

Timer planning: The time can be set from 0 sec to
99hrs59mins 59sec. Shooting number can

be setfrom 1 to 99 and unlimited.

Weight: 49.2g (excluding battery and packaging)

DCO DC2 E3 N3 L1 S1 S2 uc1 CB1

There are 9 kinds of connecting plug for different brand DSLR camera
models. Connecting plug compatible list as shown on Page 28.

Wireless Timer Shutter Remote Control

TW-283
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Specification

System: FSK 2.4GHz Wireless remote control system
Remote control distance: Above 80m

Communication channel: 30

Shooting Mode: Single shoot, BULB and Delay shooting
and custom timer plan shooting

vV V VYV V

> Delay Shooting Setting: You can set the delay time and
shooting number. The delay time alters from 1s to 59s,
the shooting number alters from 1 to 99.

» Timer planning: The time can be set from Os to
99 hrs 59 min 59 sec. Shooting number can
be set from 1 to 99 and unlimited.

» Weight: 88.8g (excluding battery and packaging)

ASAR

90 uc1 CB1

There are 10 kinds of connecting plug for different brand DSLR camera
models. Connecting plug compatible list as shown on Page 28.

Wired Timer Shutter Remote Control

T3
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Specification

> Type: Electronic shutter timer remote control

» Cable Length: 1.4m (coiled style)

» Shooting Mode: Single, Continuous, Bulb, Delay shooting
and custom timer plan shooting

» Delay Shooting Setting: You can set the delay time and
shooting number. The delay time
alters from 1s to 59s, the shooting
number alters from 1 to 99.

> Timer planning: The time can be set from Os to
99 hrs 59 min 59 sec. Shooting number can
be set from 1 to 99 and unlimited.

> Weight: 65g (excluding battery and packaging)

DCO DC2 E3 N3 L1 S1 S2 uc1 CB1

There are 9 kinds of connecting plug for different brand DSLR camera
models. Connecting plug compatible list as shown on Page 28.




Wireless Shutter Remote Control Wireless Shutter Remote Control
Oppilas T8

Specification Specification

» System Mode: FSK 2.4 GHz wireless system » System: FSK 2.4GHz Wireless remote control system
> Distance Range: 100M+ > Remote control distance: Above 100m

» Communication Channel: 16 channels » Communication channel: 16

» Shooting Mode: Single, Continuous, Bulb and Delay » Shooting Mode: Single shoot, BULB and Delay

shooting
» Weight: 55.6g (excluding battery and packaging)

shooting
» Weight: 88.8g (excluding battery and package)

DCO DC2 E3 N3 L1 S1 S2 E3 N3 L1 S1 S2

) ' ) )
3 W There are 10 kinds of connecting plug for different brand DSLR camera . There are 10 kinds of connecting plug for different brand DSLR camera
2.4GHz JGIOONEPN 16 U {-J models. Connecting plug compatible list as shown on Page 28. 2.4GHz JSIUNEDN 16 /RS {-J models. Connecting plug compatible list as shown on Page 28.

Wired Shutter Remote Control Bluetooth Timer Remote Control

Specification
RC'ZO 1 » Type: Cable style shutter remote control BG - 100

> Release: Focus and shoot 2 steps button, lock the button
for continuous or long exposure shooting.

» Cable Length: 120CM

» Measurement: 95.5mmx29.4mmx20.3mm

» Weight: 559 (excluding battery and packaging)

Eluetooth

Argu,

The BG-100is a high performance Bluetooth timer
remote control. It can control the camera to shoot
remotely under long distance. It supports single
shooting, continuous shooting, Bulb shooting, 2 sec
delay shooting and shooting plan. All these functions
are available via Apple devices that equipped with
Bluetooth for easy remote shooting. (Bluetooth
version: 4.0 or higher).

» Type: Interchangeable shutter remote control.

» Release: Focus and shoot 2 levels button, lock the button
for continuous or long exposure shooting.

» Cable Length: 80CM

» Measurement: 110mmx30mmx24mm

» Weight: 29.6g (excluding battery and packaging)

The plug cable of RC-208 is interchangeable.
DCO  DC2 E3 N3 L1 S1 S2 90 uclt  CB1

DCO DC2 E3 N3 S1

There are 10 kinds of connecting plug for different brand DSLR camera ;E O “ \ Cl) There are 5 kinds of connecting plug for different brand DSLR camera
models. Connecting plug compatible list as shown on Page 28. - =j’ o models. Connecting plug compatible list as shown on Page 28.
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Combined Off-Camera Cable
PF-801/PF-802

For Canon/Nikon

» The number of flash terminal changes in free and can up
to 3 flashes for lighting combination.

> You can replace different length of connecting cable,

and vary the distance between every flash and camera

connecting cable of flexibly.

Individual switch control allows you to control different

flash terminal whether to join in firing.

» Change-over selector switch enables you to select any
one flash as Master TTL flash.

» Both the selection of whether the flash terminal will join
in firing and which one as TTL Master flash can be set on
the camera. Much convenient and flexible.

v

The flash off-camera cable enables you to separate the flash
from the top of the camera. Thus, the flash can create a

variety of flexible angle lighting without any changes to the Model Compatible with | Flash model
various original functions of the flash.

Flash Terminal/Combined off-camera adapter

VS-801 c 600EX-RT ,580EX II, 580EX,430EX I1,430EX, m c

- anon . anon

$C-0.3M ‘ sc-am ‘ sc.am ‘ sc-sm ‘ sc-1om 270EX I1,270EX, 220EX, PIXEL:X650C/X800(

Off-camera s

Connecting Cable - /o, - VS-802 Nikon $B-910,SB-900,5B-800,SB-700, m Nikon
SB-600,PIXEL Speedlite

Flash Off-Camera TTL Cable
FC-311/312/313/314

For Canon/Nikon/Sony/Olympus/Panasonic

» Flash off-camera TTL cable is the hot shoe connecting
cable which is specially designed for camera and off-
camera flash. By connecting camera and external flash,
you can have off-camera flash synchronization, it
supports different shooting mode.

> Most of on-camera flash functions are available for off-
camera flash. Itis
anideal choice for portrait, products and other special
shooting.

Product Specifications The length of cable
S M L

1.8m 3.6m 10m

FC-311/312/313/314

Hot shoe Adapter

TF-321

For Canon

1. Support Canon Speedlite
with E-TTL function.

2. Support other brands of
Speedlite with center
triggered.

3. Available to control studio
light and Speedlite via PC
socket.

TF-325

For Sony convert to

Canon or Nikon

1. Support Sony and Konica Minolta
cameras convert to Canon, Nikon,
Pentax, Panasonic and Samsung
flash, but it does not support TTL.
2. Support other brands of flash
with center triggered.

3. Available to control studio light
and Speedlite via PC socket.

TF-334

For Sony hot shoe convert Canon/

Nikon hot shoe

1.Using TF-334 hot shoe converter, it can
convert Mi interface of Sony Micro-DSLR
or DSLR new hot shoe to Canon/Nikon
interface, then Sony micro camera or DSLR
camera can use Canon/Nikon/Pixel flash

and other third party flashes.

2.Support trigger studio light by PC plug.
3.Support Canon/Nikon trigger to trigger

flash.

TF-322

For Nikon

1. Support Nikon Speedlite
with [-TTL function.
2. Support other brands of

Speedlite with center triggered.

3. Available to control studio
light and Speedlite via PC
socket.

TF-326

For Canon

1. Available to
control studio light
and Speedlite via
PC socket.

TF-335

New Sony hot shoe convert to
normal Sony hot shoe.

1.Using TF-335 hot shoe converter, it can
convert Mi interface of Sony Micro-DSLR or
DSLR new hot shoe to normal Sonyinterface,
then Sony micro camera or DSLR camera
can use the normal Sony hot shoe flash.
2.Support TTL flash.

3.Support trigger studio through PC plug.
4.Support Sony trigger to trigger flash.

TF-323

For Sony

1. Support Sony a serial
cameras and Speedlite with
TTL function.

2. Support the flash which is
not Sony hot shoe foot

3. Available to control studio
light and Speedlite via PC
socket.

TF-327

For Nikon

1. Available to
control studio
light and Speedlite
via PC socket.

TF-324

For Canon/Nikon
convert to Sony

1. Support Canon, Nikon,
Pentax, Panasonic and
Samsung cameras convert
to Sony a series flash, but
it does not support TTL.

2. Support the flash which
is not Sony hot shoe foot
3. Available to control studio
light and Speedlite via PC
socket.

TF-328

For Sony

1. Available to
control studio
light and Speedlite
via PC socket.

TF-336

Normal Sony hot shoe convert to

New Sony Mi hot shoe

1. Using TF-336 hot shoe converter, it can

convert normal Sony hot shoe to Mi interface
of Sony Micro-DSLR or DSLR new hot shoe,
then New Sony Mi hot shoe speedlite can be
used with the Normal Sony hot shoe camera.

2. Support TTL flash.

3. Support trigger studio light and speedlite
via PC port.

4. Support Sony trigger to trigger flash.




Recording Microphone

» Voical MC-550/MC-50 is a high performance professional recording microphone. Featuring a super cardioids polar
pattern system, it can significantly reduce the surrounding ambient noise while recording. Excellent recording effect,
high levels of sound revivify, and clear accurate sound.

» Using standard universal 3.5mm mini stereo plug which is suitable for most popular audio devices. Other special
design this audio microphone provides includes a shock resistant mount which can effectively reduce noise generated
between shots and removes unwanted noise. No matter for short film or conferencing recording, it will bring you
excellent experience.

» Small and exquisite, easy to carry. It's ideal choice for different kinds of occasions.

- 400Hz
— 1000Hz

— 5000Hz
m— 10000Hz

100 300 500 1K 2K 10K 20K

Specification

Voical MC-550

Polar Pattern: Super-Cardioid
» Active Electronic Circuits: Bipolar output buffer FET impedance converter
» Frequency Response: 100Hz-20000Hz, available to choose
High Pass Filter @ 80Hz/12dB/octave
Sensitivity: -42dB (6.2mV/Pa)
Dynamic Range: 110dB SPL
Max. Sound Pressure Level: 110dB
SNR: 74dB SPL
Sound Volume Adjustment: 2-steps switchable position (-10 dB, 0 dB)
Power Supply: 1.5V Batteries (1.5x1AAA)
Operating Time: more than 50 hours
Output Connection: 3.5mm mini stereo jack plug
Dimension: 131.86mmx67.32mmx31.8mm
Weight: 72.4g (excluding battery and packaging)
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Specification

Voical MC-50

Polar Pattern: Super-Cardioid
» Active Electronic Circuits: Bipolar output buffer FET impedance converter
» Frequency Response: 100Hz-20000Hz, available to choose
High Pass Filter @ 80Hz/12dB/octave
Sensitivity: -42dB (6.2mV/Pa)
Dynamic Range: 110dB SPL

Max. Sound Pressure Level: 110dB
SNR: 74dB SPL
Sound Volume Adjustment: 3-steps switchable position (-10 dB, 0 dB, +10 dB)

Power Supply: 3V Batteries (1.5%x2AA)
Operating Time: more than 100 hours
Output Connection: 3.5mm mini stereo jack plug

Dimension: 205mmx65mmx36mm
Weight: 92.5g (excluding battery and packaging)
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Flash External Power Pack
TD-381/382/384

Model TD-381 TD-382 TD-384
Compatible Canon Speedlites: NikonSpeedlites :| Sony Speedlites:
Flash 600EX-RT/ 580EXII/ 580EX SB-900/ SB-910 | HVL-F56AM/ HVL-F58AM
Models PIXEL Speedlite

For Canon/Nikon/ Sony

» Using two groups of symmetrical charging
system make charging voltage more stable
and faster recycle time.

> Flexible and convenient to use, you can
separately use any one group or two groups
to charge at the same time.

» Much lower stand-by power consumption and
higher charging efficiency than other similar
products.

» The flash power pack has a built-in thermal
protection switch. When overheating due to
frequent use, it will stop working for protection.
After allowing a rest time, the power pack can
continue to work.

AA NI-MH chargeable battery kit

Battery Charger NH600

Input: AC100-240V 50/60Hz 15W
Output: 1000mA x2/500mA x4 (AA)
600mMA x2/300mA x4 (AAA)

NH Chargeable battery NH AA2500P
Specification: AAHRG6

Capacity: 2500mAh




Optical Filter

Multi-Coating MCUV Filter

Pressed with seamless after-precession ring structure.
Ultra-thin and harden aluminum rings.

Imported high-quality German Schott B270 optical glass.
Withstand the test of heat, cold and humidity.

Top-level transmittance.

Ultra-low emissivity.

Using 1.8mm thickness of the glass, breaking the
conventional market restrictions of ultra-thin product.

Im?_orted high-quality German Schott B270
optical glass.

Multi anti-reflection coating that cannot affect the original tone and the color balance of the view.

The rate of the vignetting has been lowed largely.

Neutral Density Filter NDX400

It can eliminate reflected light, increase color saturation,

and use as a first class neutral density filter to protect the lens.
High quality, ultra-high finished optical glass, perfect
combination of imported Nitto Optical polarizing film with
ultra-high degree of polarization, high transmittance of

polarizing film, ultra-hard aviation aluminum, pressed

with seamless structure, rings with perfect texture

surface, so as to eliminate harmful reflected light during shooting.

Neutral density can be adjusted flexibly from ND2 to
ND4 and then to ND8 till ND400

O0000009

MEUV Filter

Imported high quality optical glass make pictures more clear.

Ultra-long external thread screw design makes it more reliable on the lens.
Pressed with seamless after-precession ring structure.

Ultra-thin and harden aluminum rings.

Using 1.8mm thickness of the glass, breaking the conventional market
restrictions of ultra-thin product.

Transmittance up to 99.6%

The German Schott B270 optical glass with super multi-level anti-reflection
coating which does not affect the color balance of the original hue.

Double-Coating Harden
Water-Proof UGUV Filter

Imported high-quality German Schott B270 optical glass,

ultra-thin and harden aluminum rings.

Top-level transmittance. Ultra-low emissivity.

Using 1.8mm thickness of the glass, breaking the conventional

market restrictions of ultra-thin product.

Protect the lens of DSLR cameras while minimizing the loss of visible light
transmittance. It also has waterproof, anti-oil and anti-scratch effects.

Water-proof, Anti-Oil and Anti-Scratch

Water-proof: Water-drops dripping on it will form a round droplet which will not spread around. Tilting
the filter with 30 degrees, the water droplets will scroll down, but will not leave watermark.

Anti-Oil: After using an oily pen to paint marks on the lens surface, no stripped marks will be left. Only
some of the dots can be seen and removed by gently wiped with a tissue or cloth.

Anti-Scratch:In accordance with the requirements of U.S. military standard MIL-E-12397, using
standard rubbing test to wipe the surface of the lens back and forth 20 times with an eraser of 1KG
pressure, no scratches or wipe marks were found.

CPL Polarizer

High quality, ultra-high surface finished optical glass,

perfect combination of imported Nitto Optical polarizing film.

High degree of polarization, high transmittance

polarizing film, ultra-hard aviation aluminum, pressed

with seamless structure rings with perfect texture

surface, so as to eliminate harmful reflected light during shooting.
Double-sided multi-level coating makes it looks more

high-end in exterior appearance.

Long male thread design, it is more solid and reliable

when applied to the lens.

Using reduce the non-metallic surfaces reflect light to improve picture
quality. Itenables you to shoot directly through the windows, and reduce

the reflective surface of the water, making the trees and grass more pleasing.
It can deepen the color of the sky in color photography without any affection
to the balance of the color. It can be turned to a variety of angles to obtain
different degrees of the polarizing effect.

CPLW Filter

Imported high quality optical glass make pictures more clearer.

Ultra-long external thread screw design makes it more reliable on the lens.
Pressed with seamless after-precession ring structure.

Ultra-thin and harden aluminum rings.

Using 1.8mm thickness of the glass, breaking the conventional market
restrictions of ultra-thin product.

Transmittance up to 99.6%

By reducing non-metallic surfaces reflect light, so that the plants more
vivid and improve the quality.

Camera Battery

Using imported high-end Grade A batteries with adequate power, large capacity and battery life. It has a built-in
100% perfect compatible chip which can still enjoy the best internal consistency under high frequency usage

condition, thus ensuring the longest high efficiency and stability of the batteries.

For Canon/Nikon
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For Canon BP-511

SANYO original batteries

Battery Type: Lithium-lon battery
Battery Voltage: 7.4V

Battery Capacity: 1620mAh
Applicable Models: Canon EOS 300D/
10D/ 20D/ 30D/ 40D/ 50D/ 5D/
PowerShot G1 G2 G3 G4 G5 G6

For Canon LP-E10

SAMSUNG original batteries

Battery Type: Lithium-lon battery
Battery Voltage: 7.4V

Battery Capacity: 1100mAh
Applicable Models: Canon EOS1100D/
1200D/ KISS X50

For Canon LP-E6

SANYO original batteries

Battery Type: Lithium-lon battery

Battery Voltage: 7.4V

Battery Capacity: 1620mAh

Applicable Models: Canon EOS 5D Mark |1/
5D Mark |11/ 6D/ 7D/ 60D/ 70D

For Canon LP-E8

SAMSUNG original batteries

Battery Type: Lithium-lon battery
Battery Voltage: 7.4V

Battery Capacity: 1100mAh
Applicable Models: EOS 550D/ 600D/
650D/ 700D

- @

For Nikon EN-EL14

MAXCELL original batteries

Battery Type: Lithium-lon battery
Battery Voltage: 7.4V

Battery Capacity: 950mAh

Applicable Models: P7000/ P7700/
P7100/D3100/ D3200/ D5100/ D5200

For Nikon EN-EL9

MAXCELL original batteries

Battery Type: Lithium-lon battery
Battery Voltage: 7.4V

Battery Capacity: 1150mAh
Applicable Models: Nikon D40/ D60/
D40X/D3000/ D5000

For Nikon EN-EL15

SANYO original batteries

Battery Type: Lithium-lon battery
Battery Voltage: 7.4V

Battery Capacity: 1620mAh

Applicable Models: D800/ D800E/ D810
D7000/ D7200/ D600/ micro-V1

For Nikon EN-EL4

SANYO original batteries

Battery Type: EN-EL4

Battery Type: Lithium-lon battery
Battery Voltage: 1.1V

Battery Capacity: 2500mAh
Applicable Models: D2H/ D2HS/ D2X/
D2XS/ D2/ D3/ D3x/ D3s

For Nikon EN-EL3E

SANYO original batteries

Battery Type: Lithium-lon battery

Battery Voltage: 7.4V

Battery Capacity: 1620mAh

Applicable Models: D700/ D300 /D300S /
D200/ D100/ D90/ D80/ D80S/ D70/ D70S/ D50




Metal Lens Hood

Kova-W 52mm

Screw type design make it can be screwed directly
on the lens or filter of the lens.

> It can prevent the entering of non-image forming light and avoid
the mist when shooting under backlight, side light or flash.

» It can avoid scattering light into the lens when shooting under
front-lighting and side light.

> It can avoid the interference of light entering the lens when
shooting under light or night time

» It can prevent accidental damage to the lens and avoid finger
inadvertently touch the lens surface.

Also can, to some extent, block the wind, rain and snow for the lens.

» Kova-W: Wide-Angle Metal Hood
> Kova-S: Standard Metal Hood

Flash Diffuser

Compatible Flash Model (For Canon)

600EX-RT/580EX/ 580EXII/ 430EX/ /430EXII/ 270EX/
270EXII/320EX

For Nikon: SB-910/ SB-900/ SB-800/ SB-700/ SB-600/ SB-N5
For Sony: F58AM

For Metz: 58 AF/50AF/ 48AF/ 44AF

For Pixel: Mago/X800/X900

Lens Rear Cap + Body Cap

For Canon DSLR: BF-16B/BF-16L

For Nikon DSLR: BF-15B/BF-15L

For Sony DSLR: BF-14B/BF-14L

For Olympus DSLR: BF-13B/BF-13L

For Olympus Micro 4/3 DSLR:MC-22B/MC-22L

RB-20 cleaning air blower
5

» The small size, light weight and unique design to make
the appearance with aesthetic sense.

» Itis made of the environmental protection plastic and
strong silica gel, which makes the elasticity of the ball be
better and can be instantly inflated after extrusion.

» The body design conforms to the ergonomic design to
make it more comfortable when using.

» With the scientific air bag andair outlet design, the air
flow is more powerful and the cleaning effect is better

Strong Air Blower/Cleaning Kit

Single Air Blower Ruboo

» Adjustable 2 Steps Air Blower.

» Small size and light weight, unique
design makes it more beautiful in
appearance.

» Using imported high elasticity, high
tenacity and wear-resisting PVC
medical material. Better hand-feel,
balanced wall thickness, high elasticity
and harmless to human.

» Rubber material, anti-dust and water-
proof. Using rotational molding design
makes its lifetime much longer.

Cleaning Kit Ruboo

h:: Item Included:
= Strong air blower/

Multi-function cleaning
emulsion cleaner/
Multi-function cleaning
brush/

Superfine microfiber cloth/
Cotton swabs/

Cleaning tissue.

Connecting Plug for Different Camera Models

Nikon: D800 series, D810 series, D700, D500, D200, D300 series, D2 series, D1 series, D4, D5, N90s, F5, F6, F100, F90,
F90X, D3s

Fuijifilm: S5 Pro, S3 Pro

Kodak:DCS-14n

Nikon: DSLR D7200, D7100, D7000, D5500, D5300, D5200, D5100, D5000, D3300, D3200, D3100,D750,
D610, D600, D90, Df

Canon: EOS 7D series, 5D series, 1D series, 6D series, 50D, 40D, 30D, 20D, 10D

Canon: Powershot G10, G11, G15, G12, G1X, SX50
EOS 1300D,1200D,1100D,1000D, 800D, 760D, 750D, 700D, 650D, 600D, 550D, 500D, 450D, 400D, 350D, 300D,
100D, 60D, 70D, 80D, 77D

Pentax: K-5, K-7, K10, K20, K100, K200

Samsung: GX-1L, GX-1S, GX-10, GX-20, NX100, NX11, NX10, NX5

Contax: 645, N1, NX, N Digital

Olympus: E-M1 Mark Il

SONY: DSLRa900, a850, a700, a560, a550, a700, a500, a450, a400, a350, a300, a200, a100
a99, a77, a65, a57, a55, a35, a33, a37
Konica Minolta: DIMAGE a2, a1, 9, 7Hi, 7i,7,5,4,3, DYNAX 7D, 5D

SONY: A58, NEX-3NL, A7, A7R, A7ll, A7RII, A75,A3000, A6000, HX300, RX100lI

FUJIFILM:GFX50S/X-Pro2 / X-T2/X-T1/X-T20 /X-T10/X-E2S / X-E2 / X-M1/ X-A10/ X-A3/ X-A2 /| X-A1/
X100F/X100T / X70/X30/XQ2/XQ1/Fine Pix 81

Panasonic: DMC FZ50, FZ50K, FZ50S, FZ30, FZ150, FZ30K, FZ30, FZ20, FZ20K, FZ200, FZ20S
LC-1,L1,L10,G10, G2, G1, Gf1, Gh2, Gh1, G3, Gx1,G5
Leica: DIGILUX2,DIGILUX3

Olympus:

E series: E-620, E-600, E-550, E-520, E-510, E-450, E-420, E-410, E-400, E-100, E-30,E-PM1, E-M5,
E-M5 Mark II,E-M1,E-M10,E-M10 Mark I

PEN series: E-PL2,E-PL3, E-P3, E-P2, EP-1

SP series: SP-590UZ, 570UZ, 565UZ, 560UZ, 550UZ, 510UZ, 810UZ, SZ-30MR, SZ-20,SZ-11, XZ-1

Olympus:E1, E3, E10, E20, E5




